VO 2 (B) has shown excellent cathode performance in lithium batteries and become a hot research topic in recent years. A stripped vanadium solution extracted from vanadiumbearing shale containing a high concentration of vanadium and certain amounts of impurities was used as a vanadium source to synthesize VO 2 (B) by hydrothermal process. The VO 2 conversion rate can reach as high as 99.47% in a reaction time of 8 h, and this is the highest result reported. The crystalline structure and morphology of the synthesized products were characterized by X-ray diffraction (XRD), Raman spectroscopy, X-ray photoelectron spectroscopy (XPS), Scanning electron microscopy (SEM) and Transmission electron microscopy (TEM). Furthermore, the electrochemical properties of VO 2 (B) in lithium-ion batteries were investigated. The results indicated that the VO 2 (B) has the initial specific discharge capacity of 192. source is an eco-friendly, innovative and efficient method, and will have a great impact on VO 2 synthesis.
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Introduction
Nowadays, the depletion of fossil fuel resources and the efforts to control environmental pollution have led to the emergence and development of new clean energy, such as solar cells, fuel cells, batteries [1] [2] [3] and supercapacitors [4] [5] [6] . Vanadium is an important transition metal and demonstrates excellent optical and electrical properties [7, 8] . VO 2 (B) in the form of a metastable monoclinic structure is an excellent cathode material for lithium-ion batteries, because of its great electrode potential and tunnel structure [9, 10] . VO 2 (B) with different morphologies of nanobelts, nanoflowers and nanoflakes was synthesized and used as an electrode material in lithium-ion batteries [11, 12] . At the current density of 20 mA g 21 , the initial specific discharge capacities of the flower-like, belt-like and flake-like VO 2 (B) were 254.0, 205.2 and 56.0 mAh g
21
, respectively [13] . VO 2 hollow microspheres with empty spherical cores and radially protruding nanowires were synthesized by ion modulating method. At the current density of 1 A g 21 , the initial specific discharge capacity of hollow microspheres was 163 mAh g
, and 73% of the initial capacity was retained after 1000 cycles, exhibiting good battery performance [14] . Novel tipended VO 2 (B) nanorods were synthesized with V 2 O 5 as a vanadium resource and formaldehyde as a reductant and its specific discharge capacity reached as high as 320 mAh g 21 [15] .
So far, many methods have been developed for VO 2 synthesis, such as chemical precipitation, solid phase reduction reaction, thermal decomposition, sol-gel, hydrothermal and laser induced vapour deposition [16] . However, the hydrothermal method with its low environmental impact is usually used to synthesize metastable VO 2 (B). In the hydrothermal process, NH 4 VO 3 and V 2 O 5 are the most common vanadium sources reported. Oxalic acid [3, 17, 18] , N 2 H 4 . H 2 O [19] , ethylene glycol [20, 21] , octadecylamine [22] , citric acid [23] , formic acid [24, 25] , and so on were usually used as reductants. Owing to its hypotoxicity and convenience, oxalic acid has become the most popular reductant in hydrothermal reactions for VO 2 synthesis. NH 4 VO 3 and oxalic acid were used to synthesize different kinds of VO 2 (B) nanostructures at different reaction temperatures and times via hydrothermal method [26] . VO 2 (B) nanostructures were synthesized via hydrothermal method with V 2 O 5 as a vanadium source and oxalic acid as a reductant. It was found that the obtained products contained three nanostructures of carambolas, rods and bundles, and the concentration of oxalic acid could affect their proportions [27] . However, the long reaction time, up to 24 h or even several days, is an ineffective method as it consumes too much time and energy. Besides, almost no research about the VO 2 conversion rate has been reported.
Stripped vanadium solution extracted from vanadium-bearing shale is an intermediate product obtained from vanadium-bearing shale through a process including roasting, leaching, purification and enrichment [28, 29] . Stripped vanadium solution is usually used to produce NH 4 VO 3 via vanadium precipitation by adding ammonium salt and to produce V 2 O 5 via vanadium precipitation by adding ammonium salt and calcination in the vanadium-bearing shale industry [30] . Stripped vanadium solution extracted from vanadium-bearing shale containing a high concentration of vanadium, which could reach as high as 40 g l 21 with a lower amount of impurities, is a promising vanadium source in VO 2 synthesis.
Compared with the previous studies, synthesis of VO 2 with the stripped pentavalent vanadium solution shows many advantages. It is more eco-friendly and energy efficient as it omits the preparation of V 2 O 5 or NH 4 VO 3 which will generate huge amounts of pollutants and great energy expenditure. The short reaction time makes this synthesis method more energy efficient. The high conversion rate of vanadium shows the method is an efficient one.
In this work, stripped vanadium solution extracted from vanadium-bearing shale was used as a new vanadium source directly and oxalic acid was used as reductant in the hydrothermal process to synthesize VO 2 (B). The structural, morphology, purity and chemical properties of the synthesized VO 2 were investigated and the reason for the high conversion rate of vanadium was also explored.
Experimental procedure

Preparation of stripped vanadium solution
The stripped vanadium solution was obtained from the vanadium-bearing shale via a traditional process [31] . Firstly, the vanadium-bearing shale was roasted at 8008C for 1 h in muffle. Next, the roasted royalsocietypublishing.org/journal/rsos R. Soc. open sci. 6: 181116 vanadium-bearing shale ore was leached under conditions of H 2 SO 4 (v/v) at 15%, temperature of 958C, liquid/solid ratio of 1.5 and time of 6 h, and a yellow leaching solution was produced after filtration. Then, moderate oxidant NaClO 3 was added into the leaching solution to oxidize vanadium to V(þ5), and NaOH solution of 40 g l 21 was used to adjust the pH to about 1.8. Afterwards, a three-stage extraction process was conducted to achieve the loaded organic phase under the following conditions: organic solution consisting of 20% trialkylamine (N235)(v/v) and 5% tri-butyl phosphate (v/v) mixed with 75% acidized kerosene (v/v), A/O phase ratio of 3 and equilibrium time of 5 min. After that, the loaded organic phase was scrubbed with equal volume H 2 SO 4 (v/v) of 3% for three stages, followed by deionized water to achieve the organic phase pH . 
Synthesis of VO 2 (B)
In a typical synthesis, 60 ml of stripped vanadium solution was measured and its pH was adjusted to 2 by adding sulfuric acid dropwise with continued magnetic stirring. Next, 3.65 g of H 2 C 2 O 4 . 2H 2 O was dissolved into the above solution, and a yellow-green solution was obtained. Then, the solution was transferred into a Teflon-lined stainless steel autoclave. The autoclave was sealed and placed in an oven for hydrothermal treatment at 2208C for 8 h. After the autoclave was cooled down to room temperature, the precipitate was filtrated and washed with deionized water and ethanol. Then, the blue-black powders were dried at 808C for 6 h.
Data treatment
The yield of VO 2 (R) was calculated based on equation (2.1). In the equation C R and C F represent the concentrations of vanadium in residue liquid and feed solution, respectively. V R and V F represent the volume of residue liquid and feed solution, respectively.
Characterization
The chemical compositions of the stripped solution and synthesized VO 2 were analysed by inductively coupled plasma-optical emission spectroscopy (ICP-OES, Optima 4300DV, Perkin-Elmer, USA). The crystal structure of the product was studied by a D/MAX-RB X-ray diffractometer (XRD, Rigaku, Japan), with Cu Ka radiation (l ¼ 0.15406 nm) in the 2u range of 10 -708. The morphology of synthesized powder was characterized by field emission scanning electron microscopy (SEM, JEOL, Japan) performed at 5.0 kV. The local structure of the powder was analysed by Raman scattering (RENISHAW Raman microscope, InVia, UK) with an argonion laser as the excitation light source at l ¼ 633 nm. X-ray photoelectron spectroscopy (XPS) measurement was recorded by a VG ESCALAB 210 electron spectrometer (UK). Transmission electron microscopy (TEM) was conducted by JEOL JEM-2100F (Japan). The Brunauer -Emmett-Teller (BET) surface area was determined by Micromeritics ASAP 2020 nitrogen adsorption apparatus (USA).
Electrochemical measurements
The electrochemical performance of the obtained VO 2 (B) was characterized by coin cell assembly (2016-type). The cathode electrode was made up of a ground mixture of 70% active material, 20% acetylene black and 10% polyvinylidene fluoride (10 wt%) dissolved in N-methylpyrrolidone solution. After an In the hydrothermal synthesis process, temperature and time will greatly affect the product conversion rate, so the influences of time ranging from 4 h to 12 h and temperature from 1608C to 2208C on the product conversion rate were investigated. As shown in figure 1 , both the time and temperature have a significant positive effect on conversion rate. The conversion rate rises rapidly as the temperature increases. The hydrothermal reduction reaction is endothermic, therefore, an increase of temperature improves the progress of the reaction. The conversion rate continues to rise as the process time increases. The synthesis of VO 2 is a staged process in which V(V) is first reduced to V(?) and then grows into VO 2 crystals. Prolonging time is beneficial for the reduction and formation of VO 2 crystals. Conversion rates at temperatures of 2008C and 2208C are much higher than those at temperatures of 1608C and 1808C. This is because the decomposition temperature of oxalic acid is 189.58C. When the temperature is higher than this, oxalic acid decomposes rapidly and the reduction speed is faster. Therefore, the conversion rate is higher.
Effect of vanadium concentration on VO 2 conversion rate
In a typical hydrothermal synthesis of VO 2 , the Cv (vanadium concentration) is between 2. royalsocietypublishing.org/journal/rsos R. Soc. open sci. 6: 181116 molar ratio of oxalic acid to vanadium of 1. As figure 2 shows, the VO 2 conversion rate increased with the increase of Cv and it increased slightly when the Cv was higher than 25 g l
21
.
Vanadium yield can reach up to 99.47% when the Cv is 25 g l 21 . Based on the above result, the reason why the VO 2 conversion rate is so high in a much shorter reaction time is the high vanadium concentration in stripped pentavalent vanadium solution extracted from vanadium-bearing shale. In the vanadium-bearing shale industry, the vanadium concentration of stripped vanadium solution can easily reach 25 g l 21 , so synthesis of VO 2 by this method is efficient.
Purity characterization
As the main chemical composition of the stripped vanadium solution listed in table 1, there are some impurities in the vanadium source. Therefore, the purity of the synthesized VO 2 must be studied. The chemical composition of the synthesized VO 2 is shown in table 2. It can be seen that the purity of the VO 2 synthesized is 99.52%, and little impurities also exist in the product. To further measure the composition of the product, XPS analysis was performed and the results shown in figure 5 . The wide-survey XPS spectrum (figure 5a) demonstrates that the peaks can be assigned to C, N, V and O. The V 2p3/2 peak and the O1 s peak of the sample (figure 5b) present the vanadium valence of V 4þ (516.6 eV) and O 22 (529.4 eV) [22, 35] . According to the relationship between the atomic number and the element peak area and atomic mass, we get the ratio of the atomic number of O to V close to 2, thus indicating that the synthesized product is VO 2 . Figure 6 displays SEM images of the synthesized VO 2 (B). The VO 2 (B) exist in some irregular aggregates which are composed of numerous randomly self-assembled nanorods. The average diameter of the aggregates is about 15 mm. The width and length of the rods ranges from 80 to -160 nm and from 1 to 2 mm, respectively.
Structure and morphology
As shown in figure 7 , the TEM images (figure 7a,b) of VO 2 (B) exhibit a nanorods structure. The HRTEM image (figure 7d) shows that the lattice fringes correspond to crystalline VO 2 (B). The interplanar distances of 0.29 nm, 0.35 nm and 0.37 nm agree well with the (400), (110) and (201) crystal planes of VO 2 (B), respectively. The corresponding SAED pattern (figure 7c) exhibits good crystallinity.
Reaction mechanism
The existing form of V(V) in a solution whose pH is about 2 is H 2 V 10 O 4À 28 [36] . In a hydrothermal experiment, oxalic acid is a reductant for converting H 2 V 10 O , then, with the temperature and pressure (selfgenerated pressure resulting from temperature rise) increased, V 4þ crystallized into VO 2 . The probable reaction happened during the hydrothermal process of stripped vanadium solution extracted from vanadium-bearing shale with oxalic acid was inferred to be the following equation:
Electrochemical performance
As shown in figure 8 , the electrochemical performance of VO 2 (B) nanorods is characterized. The CV curve (figure 8a) of VO 2 (B) nanorods characterizes the phase transformation and ionic diffusion process during the reaction. VO 2 (B) nanorods exhibit only one pair of well-defined redox peaks appearing on both electrodes (1.31/1.83 V), corresponding to the reversible transformation of V 3þ /V 4þ [37] . The initial discharge capacity was 192.3 mAh g 21 and the specific discharge capacity reduced to 95 mAh g 21 after 20 cycles (figure 8b). After 1000 cycles, the specific capacity of nanorods reduced to only 50 mAh g 21 (figure 8c). The Coulombic efficiency at different currents is no less than 94% from the second cycle to the 40th, and the enhanced Li insertion properties were relevant to the increased crystallinity of the material (figure 8d). The impedance plot (figure 8e) shows one semicircle in the medium-frequency region which could be due to the charge transfer resistance and a line in the royalsocietypublishing.org/journal/rsos R. Soc. open sci. 6: 181116 low-frequency range which could be attributed to Warburg impedance. The charges transfer resistance (Rct) of VO 2 (B) nanorods is about 900 V, suggesting their slow electronic mobility [13] . The low capacity retention of the VO 2 (B) nanorods electrode is related to the aggregation and stress-induced structural collapse when Li-ion is inserted into and deinserted from the electrode [38] . The specific discharge capacity, which indicates the high utilization rate of cathode material, is dependent on the adsorption area to electrolyte and lithium-ion diffusion and electron transportation distance [39] . The BrunauerEmmerr-Teller (BET) surface area of VO 2 (B) nanorods is 19.8 m 2 g
21
. There is enough contact surface area for electrode-electrolyte contact. However, large specific surface areas and high surface energy also cause VO 2 (B) nanorods materials to aggregate together easily during charge-discharge testing, thereby increasing the charge transfer resistance and resulting in poor cycling performance [13, 18] .
Conclusion
In summary, VO 2 (B) nanorods were synthesized by an efficient and eco-friendly hydrothermal process with stripped vanadium solution extracted from vanadium-bearing shale as a vanadium source. The effects of reaction time and temperature on the conversion rate of vanadium in synthesis was first studied. The high vanadium concentration in stripped vanadium solution extracted contributes to the high VO 2 conversion based on the effect of Cv on conversion study. A possible reaction mechanism for the formation of VO 2 (B) has been put forward. The XRD, Raman spectrum and XPS characterization show the as-synthesized VO 2 is a pure VO 2 phase. The SEM and TEM results illustrate the as-synthesized VO 2 is present as aggregates consisting of nanorods. As cathode electrodes in Li- 
